ETP-WM
Wall Mount
Call Station
Series

Talkaphone’s Wall Mount Emergency Call Station is an ideal security solution for remote and high-risk areas. The station offers contemporary architectural styling and is constructed of durable 316 marine grade stainless steel. An always-lit LED blue light provides high visibility and gives passers-by a sense of security. Users can call emergency personnel with a simple push of a button.

Features

- Attention-getting LED blue light is included and mounted inside a polycarbonate housing. The LED blue light is continuously lit and flashes for the duration of a call to draw attention to a unit when “EMERGENCY” button is pressed.
- Emergency phone faceplate is illuminated at all times by an LED panel light (ETP-WM only)
- Vandal-resistant marine grade 316 stainless steel construction
- Rated NEMA 3R to resist outdoor weather conditions
- A variety of signage, graphics, and color choices are available
- Easily mount any flush mounting Talkaphone, ETP-500 Series, VOIP-500 Series, or VOIP-600 Series Emergency/Information Call Station into the unit (sold separately)

*Call station sold separately
<table>
<thead>
<tr>
<th><strong>Specifications</strong></th>
<th><strong>ETP-WM - Wall Mount</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Construction:</strong></td>
<td>Brushed marine grade (316) stainless steel with impact- and UV-resistant polycarbonate lens.</td>
</tr>
<tr>
<td><strong>Dimensions (W x H x D):</strong></td>
<td>10.5 x 32 x 8 in. (266 x 812 x 203 mm) 1 inch radius corners</td>
</tr>
<tr>
<td><strong>Weight:</strong></td>
<td>41 lbs. (18.5 kg)</td>
</tr>
<tr>
<td><strong>Colors:</strong></td>
<td>Brushed stainless steel is standard. Available painted in custom colors.</td>
</tr>
<tr>
<td><strong>Lettering:</strong></td>
<td>2 in. high reflective red “EMERGENCY” lettering with wide-angle visibility is standard. Available as “ASSISTANCE”, “INFORMATION”, or custom lettering, colors and graphics.</td>
</tr>
</tbody>
</table>
| **Lighting:** | LED Blue Light: 78 flashes per minute, 70% of initial lumens after 50,000 hours of operation.  
LED Panel Light: Ultra bright LEDs, 50,000 hour lifetime. |
| **Power:** | LED Blue Light: 12/24 VDC or 120 VAC  
LED Panel Light: 1.2 watts, 12-24 VDC/VAC, 120VAC |
| **Mounting:** | Mounts to a wall or straps to a pole or a kiosk. |
| **Operating Temperature:** | -40º F to +131º F (-40º C to +55º C) |
| **Protection Rating:** | IP55, NEMA 3R |
| **Approvals:** | ETL Recognized Component -- Conforms to UL Standards 60950-1 and 60950-22.  
Certified to CSA Standard C22.2 Nos. 60950-1 and 60950-22. |

**Alternate Options**

- **ETP-WM-TPK-IP66**  
**Emergency Trip**

- **ETP-WM/E**  
**Economy Option**

---

**Terms of Use and Limited Warranty**

This Product includes intellectual property and proprietary rights owned by Talk-A-Phone, LLC and/or its licensors. Your use of this Product confirms your agreement that Talk-A-Phone, LLC and/or its licensors retain all right, title and interest in and to all such property; that your rights are to access and use the Product for your internal business use only; that all Product elements will be maintained as confidential; and that the Product may not be rented, leased or lent to third parties, reverse engineered, decompiled or disassembled, or otherwise used for any purpose other than as an access device for your premises.

Talk-A-Phone, LLC warrants Talk-A-Phone Emergency Phone, Call Station, and Wide-Area Emergency Broadcast System equipment against any defects in material and workmanship, under normal use, for a period of twenty-four (24) months from date of installation, provided that Talk-A-Phone receives a completed “Installation Certification” certifying the date on which the system has been installed. An “Installation Certification” card is enclosed with every unit. In the event that no “Installation Certification” is received by Talk-A-Phone, the twenty-four (24) months will commence on the date of shipment by Talk-A-Phone. Warranty period for the metal elements of models in the GP Series Pedestals, MT Series Towers, MTE Series Towers, MT/R Series Towers, PM Series Pedestals, SM Series Surface Mounts, Via Series Mounts, and WM Series Wall Mounts is five (5) years, under the same terms and conditions. Warranty period for Area of Rescue Products is sixty (60) months, under the same terms and conditions. Warranty period for Intercommunication Products is twelve (12) months, under the same terms and conditions. If the Product is found by Talk-A-Phone to be defective within the warranty period, Talk-A-Phone’s only obligation, and your exclusive remedy, is for the repair or replacement of any defective parts, provided that the Product is returned to us at 7530 N. Natchez Ave., Niles, IL 60714. Talk-A-Phone shall have no obligation to furnish or pay for the labor of any third parties or bear the expense of shipping defective Products for repair. In no event shall Talk-A-Phone or its licensors or suppliers be liable for any form of exemplary or punitive damages, or any special, indirect or consequential damages. **TALK-A-PHONE EXPRESSLY DISCLAIMS ALL OTHER WARRANTIES, WHETHER EXPRESS, IMPLIED OR STATUTORY, INCLUDING BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.** In no event shall Talk-A-Phone or its licensors or suppliers be liable for any form of exemplary or punitive damages, or any special, indirect or consequential damages. **Your use of this Product constitutes your agreement to all of the foregoing terms.**
<table>
<thead>
<tr>
<th>Specifications</th>
<th>ETP-WM-TPK-IP66</th>
<th>ETP-WM/E</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Dimensions:</strong></td>
<td>10.5 x 32 x 8 in. (266 x 812 x 203 mm) 1 inch radius corners</td>
<td>10.5 x 32 x 8 in. (266 x 812 x 203 mm)</td>
</tr>
<tr>
<td><strong>Weight:</strong></td>
<td>49 lbs. (22.2 kg)</td>
<td>41 lbs. (18.5 kg)</td>
</tr>
<tr>
<td><strong>Lighting:</strong></td>
<td>LED Blue Light: 78 flashes per minute, 70% of initial lumens after 50,000 hours of operation. LED Panel Light: Ultra bright LEDs, 50,000 hour lifetime.</td>
<td>LED Blue Light: 78 flashes per minute, 70% of initial lumens after 50,000 hours of operation.</td>
</tr>
<tr>
<td><strong>Power:</strong></td>
<td>LED Blue Light: 12/24 VDC or 120 VAC</td>
<td>LED Blue Light: 12/24 VDC or 120 VAC</td>
</tr>
<tr>
<td></td>
<td>LED Panel Light: 1.2 watts, 12-24 VDC/VAC, 120VAC</td>
<td></td>
</tr>
<tr>
<td><strong>Operating Temperature:</strong></td>
<td>-40º F to +131º F (-40º C to +55º C)</td>
<td>-40º F to +131º F (-40º C to +55º C)</td>
</tr>
<tr>
<td><strong>Protection Rating:</strong></td>
<td>IP66</td>
<td>IP55, NEMA 3R</td>
</tr>
<tr>
<td><strong>Approvals:</strong></td>
<td>ETL Recognized Component -- Conforms to UL Standards 60950-1 and 60950-22. Certified to CSA Standard C22.2 Nos. 60950-1 and 60950-22.</td>
<td></td>
</tr>
</tbody>
</table>

**Modular By Design**

Additional features and options to consider

- **Fixed Camera Option**
- **Call Station Options**
- **Standard or Economy Options**
- **Lettering Color Options**
- **Tower Color Options**
All dimensions are in inches and are provided for reference only.

### OPTIONS & ACCESSORIES

<table>
<thead>
<tr>
<th>Model</th>
<th>Description:</th>
</tr>
</thead>
<tbody>
<tr>
<td>-OP2</td>
<td>Includes a housing for mounting your own fixed CCTV camera (Stand form factor with maximum camera depth of 3.5 in.) inside the wall mount above the emergency phone faceplate. Inquire for further details</td>
</tr>
<tr>
<td>-OP3IP</td>
<td>Includes an AXIS M1025 Network Camera inside the wall mount above the emergency phone faceplate.</td>
</tr>
</tbody>
</table>

### ACCESSORIES:

**Pole Mounting Kit:**
Order ETP-PMKT Pole Mounting Kit for strapping ETP-WM Series to a pole.

**Strapping Tool:**
Order ETP-PMKT-TOOL Strapping Tool for use with ETP-PMKT Pole Mounting Kit.